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CAT 5e PATCH LEADS

• Available in 0.5m, 1m, 2m, 3m or 5m (packs of 5)
• Available in all sizes in GREY, RED or BLUE

• 8p8c - The 8 position 8 contact connector is a modular connector commonly used to 
terminate twisted pair and multi-conductor Cat5e cable.

• 26 AWG
• Moulded, snaggless boot
• Gold plated connectors
• PVC cable jacket
• EIA/TIA -568B wiring colour code
• 350 Mhz

Features

WeightWeight  0.05 0.14 0.22 0.325 0.55 
LengthLength 0.5m (5 PK) 1m (5 PK) 22m (5 PK)  3m (5 PK) 5m (5 PK)

kg 

Grey 

Red 

Blue 

HAY-RJ45GR0.5MCAT5

HAY-RJ45RD0.5MCAT5

Product Codes

HAY-RJ45BL0.5MCAT5

HAY-RJ45GR1MCAT5 HAY-RJ45GR2MCAT5 HAY-RJ45GR3MCAT5 HAY-RJ45GR5MCAT5

HAY-RJ45RD1MCAT5 HAY-RJ45RD2MCAT5 HAY-RJ45RD3MCAT5 HAY-RJ45RD5MCAT5

HAY-RJ45BL1MCAT5 HAY-RJ45BL2MCAT5 HAY-RJ45BL3MCAT5 HAY-RJ45BL5MCAT5

CAT 5e PATCH LEADS
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